
1367 – Pro-spa       
 

Description 

This product is specially formulated to clean lime scale, algae and dirt build-up usually found 
around the water line, discolouring the paint and finishing of swimming pools and spas. 

Utilisation 

Dissolve lime scale and dirt accumulated on pool covers, spas, skimmers, filtration system, etc.. 

Characteristics   

Ready to use 

Guarantee 

This high quality product is guaranteed according to the descriptions appearing in this data sheet and on the 
product labelling. The manufacturer's warranty is limited solely to product quality and reimbursement of the 
purchase price. This product will give total satisfaction when stored and used in accordance with the 
manufacturer's recommendations. 

Product composition 

Product base contains phosphoric acid and inhibitor. 

Appearance & size 

Colorless liquid. 
Containers: 1 litre - 4 litres - 20 litres   

Storage 

The product should be stored in a dry place in tightly closed containers. The temperature of the storage 
room must be maintained between 10°C and 30°C. Ensure adequate ventilation of the storage room. Do not 
store the product for a period exceeding one (1) year. 

Properties 

Boiling point 100ºC  Density 1.5 kg / litre 
Flash Point N / A   pH 1.8 
Freezing point - 40°C Solubility in water 100% 
Viscosity n / a 

Surface preparation 

In some cases, it is recommended to let the product soak. 

Security 

Corrosive and toxic. 
Provide adequate ventilation. 
Keep out of reach of children. 
Keep containers closed when not in use. 
Avoid contact with skin or eyes. 
Refer to the MSDS or the labelling on the product. 

Application instructions 

Apply to surface with a brush or applicator according to the type of surface. Circulate using a pump to clean 
the inside of equipment necessary. 
Repeat to remove any residual lime scale or dirt. Rinse Well. 

Remarks 

This product can be used very safely without damaging surfaces. Product fluidity allows it to seep into 
places inaccessible by traditional means of cleaning. Avoid splashing. Can affect the color of the paint if 
contact is made. 


