
1332 – Rust remover and metal protector  84DRS   
 

Description 

Product specifically designed to remove rust from metal surfaces. It prevents oxidation and increases the adhesion of 
finishes by the formation of a film of ferric phosphate preventing chlorides and oxides of penetrating metal surfaces. It 
also has the property to prevent the spread of a possible point of rust under the paint. 

 Utilization 

 Release agent for rusted bolts and nuts. 
 Rust remover for surface rust. 
 Use in heavily rusted conditions such as holding tanks and water towers. 
  Surface preparation prior to paint applications. 

 Characteristics   

Dries quickly and does not give off odour. Ready to use and easy applied, Do not dilute. Application temperature, 
variable as necessary. Coverage: about 40m² / 4 litres. Drying time varies. 

 Guarantee 

This high quality product is guaranteed according to the descriptions appearing in this data sheet and on the labels. 
The manufacturer's warranty is limited solely to product quality and reimbursement of the purchase price. This product 
will give total satisfaction when stored and used in accordance with the manufacturer's recommendations. 

 Product composition 

Product base contains phosphoric acid and inhibitor. 

 Appearance & size 

Liquid, colorless Containers: 4 litres - 20 litres - 205 litres 

Storage 

The product should be stored in a dry place in tightly closed containers. The temperature of the storage room must be 
maintained between 10°C and 30°C. Ensure adequate ventilation of the storage room. Do not store the product for a 
period exceeding one (1) year. 

Properties 

Physical state, color & odour: liquid, colorless and odourless pH: 1.8 
Density: 1.5 kg / litre       Boiling Point: 100°C 
Freezing Point:-40°C       Solubility in water: 100% 

 Standards  

Meets Federal 31GP-108M. 
Approved by Agriculture Canada. 

Surface preparation 

The surface must be free of grease, paint or any other residues. Using a wire brush, sand paper or sandblaster to 
remove all loose rust particles and debris on the surface to facilitate the action of the rust remover and getting a better 
result. When the metal is not cleaned properly, rust can reform preventing the paint from adhering properly and the 
corrosion starts again. 

Security 

Corrosive and toxic.  
Provide adequate ventilation. 
Keep out of reach of children. 
Keep containers closed when not in use.  
Avoid contact with skin or eyes. 
Refer to the MSDS or the labelling on the product. 

Application instructions 

Apply directly over the entire corroded surface. Wait 15/30 minutes. Repeat as needed. When the surface is clean, DO 
NOT RINSE OR WIPE. Let the surface dry (dry to the touch) and apply the paint. 

Remarks 

Do not use on galvanized steel. Product can be used very safely without damaging surfaces. Product fluidity allows it 
to seep into places inaccessible by traditional means of cleaning. It is therefore a perfect enhancement to sandblasting. 


